


Explosion Proof
Zone 1.2 & Zone 21.22

Gas & Dust proof




Light Efficiency
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| » Quality LED Cree 3030




Tempered glass cover

Shock & vibration resistant
Super clear, high light transmit




Efficient Heat Sink

Excellent thermal conductivity
large heat exchange




WF2 corrosion proof

|P66 waterproof




Examples of mounting

B.Sitting style C.Wall style



Application
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Gas station

Zonel Zone2

Zone21_ Zone22
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Features

Housing: Aluminum

Thermal Conductivity: 226 W/m-K
Led: Cree

CRI: Ra>70

SDCM: <6

Power Factor: >0.95

THD: <15

Driver: Meanwell

Driver Efficiency: >92%
Protection: OTP, OCP, OVP, SCP
Surge Protection 6KV
Waterproof: IP66

Impact Test 1IKO8

Corrosion Proof: WF2
Electricat100~277 V, 50/60Hz
Operating Temperature: -25~45C
TM21:L90B10>50,000H
Lifetime: 50,000H
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Functions
ZigBee - PWM - DALI - 0/1~10V

Optical options:
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Model Watt Voltage Lumen CRI IP Dimension(L*W*H)
EX025AETH-CM 25W 100~277V 3750LM >70 IP66 299*186*167MM
EXO50AETH-CM 50W 100~277V 7500LM >70 IP66 299*186*167MM

EX070AETH-CM 70W 100~277V 10500LM >70 IP66 299*%186*167MM
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L*W*H QTyY/ QTY/ NW/CTN GW/CTN
Model Inner Carton(mm) |NNERCTN Outer Carton(mm) Outer CTN (kg) (kg)
(MM) g g
EX025AETH-CM  299*186%167/ / / / 335 265 210 1 42 4.8
EXO50AETH-CM  299*%186%167/ / / / 335 265 210 1 4.2 4.8

EXO70AE1H-CM  299*186*167 / / / / 335 265 210 1 4.3 4.9



