Pionner A prueba de explosiones

Light Efficiency
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Features

Housing: Aluminum

Thermal Conductivity: 226 W/m-K
Led: Cree
CRI: Ra>70
SDCM: <6

Power Factor: >0.95

THD: <15
Driver: Meanwell
Driver Efficiency: >92%

Protection: OTP, OCP, OVP, SCP

Surge Protection: 6KV
Waterproof: IP66
Impact Test: IKO8
Caorrosion Proof: WF2

Electrical: 85~305V, 50/60Hz
Operating Temperature: -25~45C
TM21: L90B10>50,000H

Pioneer
Explosion-proof
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Lifetime: 50,000H
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AC85-305V -25-+45 P66 1K08 6KV RG 0/ S0.0008 i

Functions

ZigBee - PWM - DALI- 0/1~10V

Optical options:
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Model Watt Voltage Lumen CRI IP Dimension(L*W*H)

EX024PE1H-CM 24W 85~305V 3600LM >70 IP66 412*237*81MM
EX040PE1H-CM 40W 85~305V 6000LM >70 IP66 412*%237%81MM
EXO60PE1H-CM 60W 85~305V 9000LM >70 IP66 412*%237*81MM
EXO80PE1H-CM 80W 85~305V 11200LM >70 IP66 412*%237*81MM
EX100PE1H-CM 100W 85~305V 14000LM >70 IP66 412%237*81MM



QTy/ aTy/ NWICTN GWICTN
Model (MM) Inner Carton(mm) |NNERCTN Outer Carton(mm) Outer CTN (kg) (kg)
EX024PETH-CM  412%237*%81 / / / / 450 270 240 1 3.7 4.3
EX040PETH-CM  412*237*81 | | ! / 450 270 240 1 3.8 4.4
EXO60PETH-CM  412*237*81 | / / / 450 270 240 1 3.9 4.5
EXO80PETH-CM  412*237*81 | { / / 450 270 240 1 3.9 4.5
EX100PETH-CM  412*237*81 | ! ! ] 450 270 240 1 3.9 4.5



